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DRI H Test Item : #EHFEIAKDrag Chain test

k%5 Spec. No.  : GD-CHAIN-0631 & J 95 Customer No. /
FE ARV Sample Fron - H AR RIS Temp.&Humidity 22°C / 60%

FE AR Sample Deseri : USB3.0,PVC

MRS % brifE Test Standards:
P2 AN TUV 2577-08.16 robot cable revision 8.4
P EKCustomer requirements

DR = B % £ Test Main Equipments
1, LX-T1084u %% 5 IHLLX-T108 towline cable testing machine
2, DZ-405F5HZUFE R ZEPriRIHLDZ-405F5 wire U-shaped repeated
bending test machine

AP IR Test Procedure:
1, LX-T108¥a%5E A5 RIGHL, T 62KLX-T108 towline cable testing machine, sampling length of 6 meters

2, DZ-405F5HZEUFE R BTG, B 3°KDZ-405F5 wire U-shaped repeated bending test machine,
sampling length of 3 meters

3, KR RE P AR ) A IO R, A AN ERIBRAN R EE A2 8] % The conductor at both ends of the conductor
were connected in series, constitute a series of non-repeatable loop.

4, FEM e B RFERFE—i, &SRB (BERESS) FHold one end of the specimen with
a specified clamp and connect it to a conductor resistance tester (data collector)

5, VATIREE, W, HEHEIE, AR . Adjust the speed, set the number of bending,
turn on the power, start testing.

A 25 & EE 3R Test Requirement: R=100mm, 307%/min, 17F¢: 1.0m

1, ZihX¥Number of Bends: 5,000,000 %
2, Hihn 0.5kv i I FEAS BE 4 7 %7 . All the specimens without breakdown under AEHE
3, I NS4 BH Max.conductor resistance: 150/ 59.4 Q/km.

4, SMWExterior: ZHIARAMEL ABEL, TRIRAAE

Mk 45 B Test Result:

1, ZihX¥Number of Bends: 5,322,210 &
2, i R3] 3R 2 75 85 % The specimens breakdown for 30 minutes or not  : A

3, S4RHLFLZ Conductor resistance: 142.10 / 57.33  Q/km.
4, HSMWExterior: ZEMIARAEL, D, TEIRASAR

g5 54 % Judge Result:

FFEHIMS (Meets Specification) O 7 &} (Does not Meet Specification)
I A Tester: EES ¥ 1 Approval: ok A
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